
*SMW26/56 are suitable for use on  conventional slate chalk boards and glass. Do not use on vinyl, wood and  painted MDF ‘chalk’ boards. For removal  tips from suitable 
surfaces please visit  the product section of our website www.pentel.co.uk.  
Heavy duty permanent marker ink may ‘bleed’ through light paper. Always test suitability before extensive use. 
Permanent markers are not recommended for use by young children.  SMW26 has a reversible bullet tip and chisel tip
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Fine lead mechanical pencil technology has been a Pentel speciality  
for over 50 years. Our wide range of products offers an exceptional  
choice of pencils for professional, commercial and domestic use.  
The range is complemented by Pentel refill leads, which are stronger  
and longer-lasting than ordinary graphite leads.  
Our AIN STEIN range is our stongest ever refill lead, with  
ultimate resistance to breakage and superb density of colour. 
 

MecHanical  
pencils &  
leads

Test first to avoid 
bleed through 

SL60 Chisel Tip 
Tip size from 4.8mm to 1.0mm

PF G K

•  Vivid water-based ink
• Suitable for use on most paper
•  Great for highlighting, underlining and 

colour coding 
• Ideal for office, home or classroom 
• Chisel tip

KEFE PE SEGE

•  Twin tipped highlighter
•  Flexible chisel tip one end,  

fine bullet point the other
•  Ideal for creating a range  

of lines and shapes
•  Transparent, vivid ink

SLW11 Chisel Tip 
Tip size from 3.5mm to 1.0mm

FLEX

HIGHLIGHTERS

34

Nib Recycology Metal Glass Plastic Rubber Wood Cardboard Paper Material CD/DVD White  
board

Water-  
resistant

Slate Chalk  
board

N50/S/XL/60

NF450

NN50/60

N75W

N850/60

SMW26/56*

X100W/WL/WS

MMP20/MFP10 
MSP10/ MMP10

NMS51

NM10

NMS50

MWL5M/MWL6
MWL5S/6S

MWL5SBF
MWL5W
MW85/86

NMF50

SMW26

MARKER USAGE GUIDE




